
This advanced seeker technology, combined with 
sophisticated tracking algorithms, detects the reflected 
laser designation power on the target, filters and 
decodes the signal, and ultimately provides precise 
references to guide the system toward an accurate 
strike within an extended detection range. Thanks 
to its innovative physical and electronic design, it is a 
modular device capable of operating effectively across 
a wide variety of real-world scenarios and challenging 
environmental conditions. This flexibility enhances 
operational capabilities for high-tech systems and 
allows for seamless integration of new accuracy 
features into existing setups. Its compact size makes  
it suitable for use with a broad range of calibers.	
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SEEKER
Semi-active laser guidance kit  
for multi-platform integration

MODULAR DESIGN / Compatible with all types of munitions: its reduced footprint allows  
for rapid integration with minimal structural changes.

Diameter

Width

Dimensions

40 mm

50 mm

A proprietary 
design, 

developed  
by AERTEC



SEEKER

aertecsolutions.com

How can we help you? Contact us:
uas@aertecsolutions.com
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•  FOV (field of view) ±17º

•  Detection range 200-3.500m

•  Operating wavelength 1064 nm

•  Detection capability under conditions defined by STANAG 3733

•  Day and night operation capability

•  Environmental conditions defined by MIL-STD-810 and AECTP-230 regulation

•  Electromagnetic interference immunity based on tests defined by MIL-STD-461 regulation

•  Operating temperature -40, +65 ºC

•  Analog/Digital outputs

•  ITAR free

•  Compatible with another guidance tools (INS/GNSS)
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Scan here
for more
information.


